
Short Operating Instructions

Entry functions

advance IP

Dial knob Function
Press dial knob briefly.  – Confirming input

 – Calling the user menu from the standard 
mode display

Press dial knob 
>1.5 seconds.

 – Deleting input
 – Aborting a function
 – Returning to the previous menu level

Turn dial knob left or right.  – Selecting the next or previous menu option
 – Selecting the next or previous input value
 – Increasing or decreasing the value displayed

1x

Press and hold down key. 
Release dial knob as soon 
as the info menu appears 

Calling Info menu

Keys Function

ENTER Press briefly  – Confirming input
 – Calling the user menu from the standard 

mode display

CLR Press briefly  – Deleting input
 – Aborting a function
 – Returning to the previous menu level

Press briefly  – Selecting the next menu option
 – Selecting the next input value

Press briefly  – Selecting the previous menu option
 – Returning to the previous input value

7PRS 8TUV 9WXY

4GHI 5JKL 6MN

1PRS 2ABC

0OQZ

3DEF

Press briefly Input of numbers

CLR Press and hold down 
key. Release key as 
soon as the info menu 
appears

Calling Info menu



Opening
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Open door lock x
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 Blocking:
Remote blocking

 2. code entry required:
4-eye-ident.



Operation is beeing blocked by an input signal (I/O-Box) or 
initiated by AS 384 NET. Opening not possible.

System blocked by a time lock period (time functions).  
Opening only possible after time lock interruption or after 
time lock end.

Time lock period

With activated 4-eye-identification the lock only opens on 
the entry of two opening codes.

 Delay:
Opening delay

If an opening delay is programmed, the period first has to 
elapse after a code entry before the lock opens.

Confirmation window If a confirmation window is programmed, once opening 
delay is elapsed only an extra code entry will open the lock.

Battery compartment opened and/or disconnected from 
external power supply. Refer to „Replacing batteries„.

Other possible display messages
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Code functions
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Setting new codes
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Changing codes
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     MA,MU
     x2 new code
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     old code
     x2 new code

Deleting codes
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tu tu      old code
code is deleted !

Time functions
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Setting date/time
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Setting Time Lock
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     Date/Time

     Start Time Lock
     End Time Lock

Changing Time Lock
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     Start Time Lock
     End Time Lock

Setting opening delay
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tu tu      Time Delay     

Settings
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Activating immediate TL 
/ setting default  ENT
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Activating remote
disable  ENT
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     Default value imm. 
TL (>0 = activation)

Acticvating remote
disable

Activating  parallel
mode  ENT
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Activating  parallel
mode 

Activating 4-eye-identi-
fication  ENT
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tu tu Activating 4-eye-identi-
fication (selected lock)    
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 Replacing

(rechargeab)
batteries
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MA,
MU,
TC,
OCa1+
OCx1
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Show
 TL End

¤

IP-Box

Parallel M
ode

Bootloader

Bootloader

Bootloader

Serial N
um

ber
 Version (FW
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Internal Voltage
Bootloader

IP

Precondition: safe open

Entry
Access granted/denied, m

ultiple selection
Erase
Perform

/Run
Repeat
Single selection
Adjust

Code profile group
Code profile

Authorization (code entry) required
Precondition: safe secured
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