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MUTO Comfort L DORMOTION 80 2-fligelig nonwm’

abgehangte Deckenmontage

e

Y

GHI =LH+17

Max.
Flogelbreite: 2x1250mm

min.
Fligelbreite: 790mm

max.
Flogelhdhe: 3000mm

max.
Flogelgewicht: 80 kg

Glasdicke: 8-13,5mm

DORMOTION optional

getestet nach DIN EN 1527

—%
A-A (1:20)
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Detail X (1 :2)

Detail Y (1:2)
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Fligelbreite

Laufschienenldnge

Glashéhe Schiebetir

Glashéhe Seitenteil

Gesamthohe

lichte Hohe

lichte Weite

Glasbreite Seitenteil

Glasdicke SchiebetUr

Glasdicke Seitenteil

71-17-11




MUTO Comfort L DORTMOND 80 two door nonwm’
panels fixed at false ceiling

e

max.
Door width;  |2X1250mm

min.
Door width: 270mm

max.
Door height: 3000mm

max.
Door weight : 80kg

Glass thickness: |8 - 13,5mm

GHI =LH+17

DORMOTION

subsequent opfional

performed to DIN EN1527

panels fixed at false ceiling.slddrw

Y
—2

A-A (1 :20) Glass width

length of frack

Glass height sliding door
Glass height sidelight
total height

clear opening height
clear opening width
Glass width sidelight
Gilass thickness sliding door
Gilass thickness sidelight
72-17 -1
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